
ZODIAC® 2020176

This solution combines the properties of MagnaPool® magnesium-based minerals with an exceptionally fine filtration system for a natural and 
incomparably crystal clear water.

The eXO® platform is an efficient and automatic disinfection solution. Easy to use, it offers complete water treatment, controlling the pool’s 
equipment for optimal water quality.

>  eXO® iQ & eXO® iQ LS

>  HYDROXINATOR® iQ

WATER CONTROL WITH A DOSE OF SERENITY 
The eXO® salt water chlorinator solutions

INCOMPARABLY GENTLE, PURE AND CRYSTAL CLEAR WATER 
Exclusive magnesium-based chlorinator solution

All-in-one control 
All water quality control is centralised in a single interface: pH, chlorination, additional 
equipment (filter pump, lighting…).

Peace of mind�
With its long-lasting electrode and high-quality sensors, the eXO® solution offers optimal 
water quality all the time. As proof of reliability, the chlorinator comes with a 3-year 
unconditional warranty(1).

Built-in Wi-Fi
The iAquaLinkTM app allows you to have remotely and real-time control of your water 
quality and your pool’s equipment(2) from you smartphone or tablet. 

(1)3 years unconditional (device), 2 years (pH sensor), 1 year (ORP sensor) 
(2)Connected to the eXO®solution.

Gentle water for skin and eyes
MagnaPool® naturally slows the development of chloramines, so you can enjoy gentle 
water without unpleasant smells or skin and eyes irritation. 

A pure crystal clear swimming pool
MagnaPool® provides exceptionally clear water without adding any sanitizing chemicals.

Environmentally- friendly water treatment
Crystal Clear filter media for MagnaPool® swimming pools consists of thousands of pure 
glass crystals. It is not receptive to bacteria and only requires a short filter backwash.

WATER TREATMENT
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Wall mounting kit Flow switch kit Temperature sensor kit Reducing bushes kit Free App

ACCESSORIES INCLUDED IN THE PACK

eXO® iQ
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eXO® iQ 10 eXO® iQ 18 eXO® iQ 22 eXO® iQ 35

FOR WHICH POOL?

Volume of treated water 
(temperate climate, 8h/day 
filtration)

40 m³ 70 m³ 100 m³ 150 m³

Nominal Chlorine production 10 g/h 18 g/h 22 g/h 35 g/h

Nominal output Amps 2,8 A 3,6 A 5,0 A 7,2 A

DESCRIPTION

User Interface 4-line, backlit LCD screen

Languages 11 (FR-EN-DE-ES-IT-NL-PT-CZ-SL-HU-SW)

Operating modes Normal, Boost (100 %); Low (Adjustable cover mode from 0 to 30 %)

Equipment control
Single speed or Zodiac variable speed filter pump 
2 additional equipment (lighting, booster pump…)

Timer
24 h clock / 2 chlorination timers 

2 single speed or 4 Zodiac variable speed filter pump timers 
1 timer per additional equipment

Polarity reversal Yes: adjustable from 2 to 8h (Factory setting= 5h)

Required salt level - minimum 4 g/L - 3,3 g/L minimum

Safety

Temperature sensor: Chlorine production lowered in case of cold water to protect the electrode 
‘Low salt’ indicator light: Reduced production to protect the electrode 

‘No flow’ message: Production is interrupted as long as conditions are not ideal 
Mechanical flow switch

Cell position Horizontal

Plumbing compatibility DN50 mm, DN63 mm, 1 ½’’ (48 mm)

eXO® iQ 10 eXO® iQ 18 eXO® iQ 22 eXO® iQ 35

WW000162 WW000163 WW000164 WW000165

PRODUCT REFERENCE

Standard model
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• The control unit is installed in the plant 
room or beneath a shelter.

• The distance between the control unit 
and the cell is 1.5 m (the cell cable is 
1.8 m long)

• The control unit should be permanently 
connected to an electrical source (by 
using internal timers)

ASSOCIATED PRODUCTS

pH Link Module 2019 Dual Link Module 2019

WW000176 WW000177

INSTALLATION

TECHNICAL SPECIFICATIONS

Working life of cells* 10 000 h (titanium plates, SC6 ruthenium coating)

Electric power Max 200 W

Minimum flow rate (needed to 
purge air from the cell) 5 m3 / h

Maximum flow rate (limited by 
pressure drops in the pipe)

18 m3/h (Bypass mandatory over this level)

Maximum authorised cell pressure 2,75 bar (KPa)

Maximum water temperature 40 °C

Minimum water temperature 5 °C

Length of the cell cable 1,8 m

Protection index IP43

Cell size (L x w x h) 32,0 x 13,5 x 11,0 cm

Control box size (L x w x h) 32,0 x 37,0 x 12 cm

Power Supply 220-240 VAC / 50-60 Hz

*Under good operating conditions.

Spare parts p.320
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