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WATER TREATMENT

>  FOR GREATER COMFORT
For the comfort of bathers, the pH of the swimming pool must be kept between 7.0 and 7.6:

•  Below this, the water is aggressive.

•  Above this, larger doses of disinfectant are needed to maintain healthy water and combat the growth of algae.

•  The ideal pH for the swimming pool water is also the average pH of the human body, and more especially the blood, which is between 7.35 and 7.45.

>  SAFE, AUTO-ADAPTIVE  
OPERATION

Depending on the value measured by the sensor, 
Zodiac® pH regulation systems automatically 
adjust the pH of the swimming pool up or down, 
using a peristaltic dosing pump.

The dosing time depends on the difference between 
the pH of the swimming pool and the ideal pH (set 
point value). The water balance in the swimming pool is 
maintained at the desired value without taking any action.

Zodiac® pH regulation systems are equipped with 
an exclusive overdosing safety device (called 'OFA') 
to prevent excessive injection. The safety device is 
adjustable and operates in 3 steps to determine whether 
or not it is necessary to inject correcting product.

EXCLUSIVE AUTO-ADAPTIVE DOSING
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>  pH REGULATION SYSTEMS  
For perfect water balance

pH Expert incorporates proportional dosing technology to maintain an ideal pH automatically for the comfort of bathers. For optimal water balance,  
pH Expert includes a function to adjust injection cycles depending on the total alkalinity (TAC) of the water. A choice of 3 settings is available:

DID YOU KNOW?
The pH must be controlled and adjusted, whatever the disinfection system used. As a result, pH Expert can be used in all types of pools.

Low alkalinity
TAC < 10 °f (100 ppm CaCO3 )

Standard alkalinity
Default setting

High alkalinity
TAC > 15 °f (150 ppm CaCO3 )

ACID IDEAL ALKALINE
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TECHNICAL SPECIFICATIONS

Sensor type (pH) Combined sensor, simple-junction and simple-porous, Ø12 mm glass body

Reading scale 0,0 - 14,0 pH

Reading accuracy 0,1 pH

Sensor Tolerances 0-60 °C, water speed  ≤ 2 m/s

Maximum counter pressure
(injection point) 1,5 bar

Peristaltic pH pump flow 1,5 L/h

Fixing collar** For 50 mm pipes (standard) or 63 mm (accessory)

Protection index IP65

Size (l x h x p) 19,5 x 23,6 x 8,5 cm

Power supply 220-240 VAC / 50-60 Hz

FOR WHICH POOL?

Maximum volume of treated water 150 m3

Dosage Acid or alkaline

*  Excluding consumable parts that have 1 year warranty ( buffer solutions, peristaltic tube, one-way valve) 
** not needed if the “POD Kit” option is used.

pH Expert
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DESCRIPTION

User Interface 1-line, backlit LCD screen

Languages 6 (FR-EN-ES-DE-IT-NL)

Calibration Semi-automatic, 1 or 2 step(s) (Buffer solutions kit included)

Setpoints Factory setting: pH = 7,4

Sensor position Vertical

Safety Configurable ‘OFA’ three-level over-feed alarm (settings from 0 to 6 h, default 4 h) 
Level sensor on intake pipe (equipped with anti-fumes cap)

pH Sensor Buffer solutions kit Plumbing kit Wall mounting kit Suction Pipe

ACCESSORIES INCLUDED IN THE PACK

*

pH Expert

W500708

PRODUCT REFERENCE

Standard model
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• The sensor must be placed more than 
30 cm before or after any elbow fittings 
(otherwise, use the Pod Kit)

• The sensor must be installed vertically 
(maximum tolerance: 45°) Its cable (BNC 
type) is 5 m long.

• It is recommended to ground the pool 
water, so as to avoid parasitic currents.

INSTALLATION

OPTIONAL ACCESSORIES ( NOT INCLUDED)

POD Kit 63mm saddle clamp
pH 4 and pH 7 buffer solutions 

(x6 + x6)
Earthing anode

reference R0534900 R0839600 R0824400 R0673800

pH Expert installation diagram:

Chlorine effectiveness (%)
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PH VALUE IS ESSENTIAL TO MAINTAIN CHLORINE EFFECTIVENESS:

Spare parts p.312
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